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	Quotation 
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	Drawing
	Description
	Qty.
	Price
	Sum




	
	

	VENSKA SP. Z O.O.
	VENSKA SP. Z O.O.

	GRUNWALDZKA 163
	GRUNWALDZKA 163

	80-266  GDANSK
	80-266  GDANSK

	Poland
	Polska

	
	

	
	



	Phone:
	
	Job ref. nr
	ATTEFALL TYP 1
	Date:
	09.02.2021

	eMail
	
	
	
	Valid until:
	10.04.2021

	
	
	
	
	
	

	Your ref.:
	
	
	
	
	

	Our ref.:
Our mail
	
	
	
	Currency:
	PLN



	Drawing
	Description
	Qty.
	Price
	Sum
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	HTSA (1184x3041)
THE H-WINDOW - Viewed from the outside (U=1,0)
Laminated finger jointed timber
With extra insulating list
95mm frame depth
78mm Transom
3L Thermo 1,1 (4TF-12A-4-12A-4TF)
Fully reversible White (S7)
H - Handle Mat aluminium
Flush Aluminium Cladding RAL 9010 Gloss ~70%
Timber Out/In White (S0502Y)
Ingo grooves and alu cill groove
12mm Predrilled fixing holes

Weight 121,1 kg
	1,00
	2.372,76
	2.372,76
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	1,00
	4.577,94
	4.577,94

	
	HFKA (2536x3041)
THE H-FRAME - Viewed from the outside (U=1,0)
Laminated finger jointed timber
95mm frame depth
78mm Transom
78mm Mullion
3L Thermo 1,1 Toughened (4TF/T-12A-4-12A-4TF/T)
Flush Aluminium Cladding RAL 9010 Gloss ~70%
Timber Out/In White (S0502Y)
Ingo grooves and alu cill groove
12mm Predrilled fixing holes

Weight 221,2 kg
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	THA (810x510)
TOP HINGED WINDOW - Viewed from the outside (U=1,3)
Laminated finger jointed timber
With extra insulating list
95mm frame depth
3L Thermo 1,1 (4TF-12A-4-12A-4TF)
Tophung White
Traditional Norwegian fitting
Flush Aluminium Cladding RAL 9010 Gloss ~70%
Timber Out/In White (S0502Y)
Ingo grooves and alu cill groove
12mm Predrilled fixing holes

Weight 20,4 kg
	1,00
	558,23
	558,23
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	HTSA (600x1100)
THE H-WINDOW - Viewed from the outside (U=1,3)
Laminated finger jointed timber
With extra insulating list
95mm frame depth
3L Thermo 1,1 (4TF-12A-4-12A-4TF)
Fully reversible White (S5)
H - Handle Mat aluminium
Flush Aluminium Cladding RAL 9010 Gloss ~70%
Timber Out/In White (S0502Y)
Ingo grooves and alu cill groove
12mm Predrilled fixing holes

Weight 31,0 kg
	2,00
	788,05
	1.576,10


.
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	HBIN1 (1010x2100)
H-SIDE ENTRANCE DOOR (U=0,96)
Laminated finger jointed timber
95mm frame depth
57mm Hardwood Oak Threshold (oiled)
78mm vert. solid glazing bar
3L Thermo 1,1 (4TF-12A-4-12A-4TF)
36mm Flush panel
Door hinge White
Right outward opening
Espagn. Bing w /o stopping device (M20/21)
Handle Mat aluminium both sides w/two side locking cylinder/attached loose
Flush Aluminium Cladding RAL 9010 Gloss ~70%
Timber Out/In White (S0502Y)
Ingo grooves and alu cill groove
12mm Predrilled fixing holes

Weight 58,3 kg
	1,00
	2.809,01
	2.809,01



	
	
	
	
	



	

	[bookmark: Pall]Net total ex.VAT:

	
Average U-value 1,1
Total weight
Currency

	6,00
	
	11.894,04

	

482 kg
PLN

	
We thank you for your enquiry and are happy to offer you this quotation as set out above.
If transport costs are not detailed in the quotation above then transport costs are still to be added to the total. 

This quotation is valid for 60-days from the date of this document.

FOR YOUR ATTENTION

1. Please note that windows in dark colours (especially metal parts such as bottom glazing beads) are vulnerable to UV light and may weather at a faster rate when exposed to the sun.
1. Heat absorption can also cause creaking as the components expand and contract in direct sunlight.
1. Dark RAL colours externally are not recommended due to excessive heat absorption.
1. Any stated acoustic performance is invalid when astragals are included.
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